
Rated power (kW):

Operating weight (kg):          15 000 kg        16 000 kg                  16 000 kg             17 000 kg

   VVN G150/VVN G160
VVN G2 160/VVN G170
Motor grader

                

Low emission, low oil consumtion
    The electro-hydraulic transsmision
                       Ergonomic cab design
                       Easy to operate
                                        Wide eyeshot

                                                 

             

VVN G150                  VVN G160                 VVN G2 160            VVN G170

125 kW/2200 rpm        140 kW/2200 rpm     160 kW/2200 rpm          160 kW/2200 rpm



SIA “Viss Veikaliem un Noliktav m” 
41A - 224 Kan davas street, Riga, LV-10 83
Phone:   +371 27727449 ( latvian, english),  

 +371 22074120 (l atvian, russian, english), 
+371 20330002 (latvian, russian, english)

E-mail: info@vvn.lv

www.vvn.lv

LATVIA
Phone: +46 107502388   
E-mail: info@vvngroup.se
www.vvngroup.se

Phone: +358 7532633 23
E-mail: info@vvn.
www.vvn.

Phone:   +372 634633 2,
 +372 63463 42

E-mail: info@vvn.ee
www.vvn.ee

Phone: +370 70066080
E-mail: info@vvnlt.lt
www.vvnlt.lt

Phone: +375 849960925 1 5
E-mail: info@vvngroup.by
www.vvngroup.by

Phone: +7 849960925 1 5
E-mail: info@vvngroup.ru
www.vvngroup.ru

Phone: +47 219558 68
E-mail: info@vvngroup.no
www.vvngroup.no

E-mail: info@vvngroup.dk
www.vvngroup.dk

LITHUANIA ESTONIA FINLAND SWEDEN

NORWAY DENMARK RUSSIA BELARUS

ALL FOR SHOPS AND WAREHOUSES 

overall specifications
VVN G170


